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PUMPSAVER SMP:


Furnish/Install PUMPSAVER SMP braided stainless steel pump connector(s) manufactured by the Flex-Hose Co., Inc., East Syracuse, New York, USA.  Construction to be of annular corrugated stainless steel close-pitch hose (made in USA) with stainless steel overbraid (made in USA).  The corrugated metal hose, braid(s), and a stainless steel ring-ferrule/band (material gauge not less than .048") must be integrally seal-welded using a 100% circumferential, full-penetration TIG weld.  End fittings shall be flat-face plate steel flanges with 150# ANSI drilling and outside diameter.  Fittings must be attached using a 100% circumferential TIG weld.  Braided stainless steel pump connector(s) must be suitable for operating temperatures up to 850oF (455oC).  The rated working pressure of the braided metal hose must have a minimum 4:1 safety factor.  Each braided stainless steel pump connector shall be individually leak tested by the manufacturer using air-under-water or hydrostatic pressure.  Flanged pump connectors shall be prepared for shipment using cut-to-length spacers, securely positioned between the flanges to prevent axial compression damage and maintain the manufactured length.  Spacers must be removed prior to system start up.  Braided stainless steel pump connectors must be covered by Flex-Hose Co., Inc.’s (3) year* PUMPSAVER warranty when installed in accordance with all specifications and installation instructions as described in the Flex-Hose Co.’s PUMPSAVER brochure.





PUMPSAVER SMN:	(same as above except...)


Furnish/Install PUMPSAVER SMN...  manufactured by the Flex-Hose Co., Inc...


End fittings shall be carbon steel schedule 40 male NPT thread...





PUMPSAVER SVG:	(same as above except...)


Furnish/Install PUMPSAVER SVG manufactured by the Flex-Hose Co., Inc...


End fittings shall be carbon steel schedule 40 square-cut/roll grooved pipe designed to mate with Victaulic Company’s standard couplings.  Each pump connector must be individually leak tested by the manufacturer using a dye-penetrant test of welds....





PUMPSAVER SF/CI-15P:	(same as above except...)


Furnish/Install PUMPSAVER SF/CI-15P braided stainless steel concentric pump connector(s) manufactured by the Flex-Hose Co., Inc...  smaller flange attached to schedule 40 carbon steel concentric reducer.  Corrugated metal hose inside diameter shall match the larger flange nominal diameter in order to minimize media pressure drop.





*Warranty period begins with installation date submitted on product registration card which must be returned to Flex-Hose Co. within 30 days.�
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PUMPSAVER SF/CI-15PxVG:	(same as above except...)


Furnish/Install PUMPSAVER SF/CI-15PxVG braided stainless steel concentric pump connector(s) manufactured by the Flex-Hose Co., Inc...  smaller flange attached to schedule 40 carbon steel concentric reducer on one end, carbon steel schedule 40 grooved pipe the other end.  Corrugated metal hose inside diameter shall match the grooved end nominal diameter in order to minimize media pressure drop.






















































































*Warranty period begins with installation date submitted on product registration card which must be returned to Flex-Hose Co. within 30 days.


