A WORLD OF DIFFERENCE IN CRITICAL PIPING CONNECTIONS™

Traditions Will Never Mean Limits.

We understand that no customer’s requirements are

exactly the same. That our audience is targeted to
engineers/designers and construction contractors whose
responsibilities are to oversee costs and quality in the
physical realm of installation of piping systems to existing

and newly constructed buildings.
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' opportunity to meet your performance expectation.
. Flex-Hose Co. personnel have the technical training and
» ability to provide solutions to the most demanding
application. Our support also extends through specific job
analysis services which recommends placement of product
location in a piping system, perfectly integrating them into
the overall theme of your project, saving you both time

and money. This is the result of staying true to what is
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essentially right.
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Anything Worth Doing
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Canadian market.
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b . So enjoy years of service with our flexible piping
connections. Flex-Hose Co. products give you that choice.
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Don’t compromise.
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' Phil Argersinger, President/Owner

www.flexhose.com ® 1-877-tri-flex www.flexhose.com ® 1-877-tri-flex
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SIDE VIEW
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Tri-Flex Loop: The complete expansion loop system solution.

gases and flammable liquids
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LISTED
L Tri-Flex Loop®for combustible

CSA standard B51 certified.
)} Inspected and tested by the
Technical Standards and

Safety Authority of Canada.

Tri-Flex Loop®

APPROVED
The UL Listed Seismic Wire Rope/Cable™ used in our For Fire Protection Systems
hanger assemblies conform to the requirements of the ASCE RS-

(American Society of Civil Engineers) guidelines for structural N CYCLE TESTED FOR
applications of wire rope, in that the cable is pre-trefched Vagey m
and the permanent end fittings maintain the breakstrength of R CydeS
the cable with a safety factor of two.

Tri-Flex Loop®

The TriFlex Loop Factory Cable Anchor Kit saves valuable time
on Tri-Flex Loop installation, making it easy to anchor the piping
system when using the revolutionary Tri-Flex Loop.

The UL Listed Seismic Wire Rope/Cable™ used in our hanger
assemblies conform to the requirements of the ASCE (American
Society of Civil Engineers) guidelines for structural applications of wire
rope, in that the cable is pre-strefched and the permanent end fittings

maintain the breakstrength of the cable with a safety factor of two.

See individual product bulletins for full details. U.S. Patent No. 5,803,506



